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at any local Marine Inspection Office,
U.S. Coast Guard, where the nautical
school ship may be operating. The ap-
plication shall be on Form CG 3752, Ap-
plication for Inspection of U.S. Vessel,
which requires information on name
and type of vessel, nature of employ-
ment and route in which to be oper-
ated, place where and date when the
vessel may be inspected, and that no
other application has been made to any
Officer in Charge, Marine Inspection,
since the issuance of the last valid cer-
tificate of inspection.

[CGFR 51–11, 16 FR 3218, Apr. 12, 1951, as
amended by CGFR 64–19, 29 FR 7361, June 5,
1964]

§ 167.15–15 Application for inspection
of a new nautical school ship or a
conversion of a vessel to a nautical
school ship.

Prior to the commencement of the
construction of a new nautical school
ship, or a conversion of a vessel to a
nautical school ship, application for
the approval of contract plans and
specifications and for a certificate of
inspection shall be made in writing by
the owner or agent to the Officer in
Charge, Marine Inspection, at the near-
est local Marine Inspection Office, U.S.
Coast Guard.

§ 167.15–20 Inspections of nautical
school ships.

At each annual inspection, or oftener
if deemed necessary, the inspector will
inspect the hull, boilers, machinery,
equipment, and appliances generally
for compliance with the regulations in
this subpart and in addition will in-
spect and test certain specific items as
specifically set forth in this part.

§ 167.15–25 Inspection standards for
hulls, boilers and machinery.

Except as otherwise provided by law
or regulations in this subpart, the fol-
lowing standards shall be accepted as
standard by the inspectors:

(a) American Bureau of Shipping
‘‘Rules for Building and Classing Steel
Vessels’’ regarding the construction of
hulls, boilers and machinery in effect
on the date of inspection. These rules
may be purchased from the American
Bureau of Shipping, New York, N.Y.

(b) U. S. Navy Standard Construction
Specification in effect on the date of
inspection.

(c) U. S. Coast Guard Standard Con-
struction Specification in effect on the
date of inspection.

§ 167.15–27 Definitions relating to hull
examinations.

As used in this part—
(a) Drydock examination means haul-

ing out a vessel or placing a vessel in a
drydock or slipway for an examination
of all accessible parts of the vessel’s
underwater body and all through-hull
fittings, sea chests, sea valves, sea
strainers, and valves for the emergency
bilge suction.

(b) Internal structural examination
means an examination of the vessel
while afloat or in drydock and consists
of a complete examination of the ves-
sel’s main strength members, including
the major internal framing, the hull
plating, voids, and ballast tanks, but
not including cargo or fuel oil tanks.

[CGD 84–024, 52 FR 39655, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988]

§ 167.15–28 Inspection of lifesaving ap-
pliances and arrangements.

The inspection of lifesaving appli-
ances and arrangements must be in ac-
cordance with the requirements for
special purpose vessels in subchapter W
(Lifesaving Appliances and Arrange-
ments) of this chapter.

[CGD 84–069, 61 FR 25311, May 20, 1996]

§ 167.15–30 Drydock examination and
internal structural examination in-
tervals.

(a) Except as provided for in para-
graphs (b) through (e) of this section,
each vessel must undergo drydock and
internal structural examinations as
follows:

(1) Vessels that operate in salt water
must undergo two drydock and two in-
ternal stuctural examinations within
any five year period. No more than
three years may elapse between any
two examinations.

(2) Vessels that operate in fresh
water at least six months in every 12
month period since the last drydock
examination must undergo drydock
and internal structural examinations
at intervals not to exceed five years.
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(b) Vessels with wooden hulls must
undergo two drydock and two internal
structural examinations within any
five year period regardless of the type
of water in which they operate. No
more than three years may elapse be-
tween any two examinations.

(c) If, during an internal structural
examination damage or deterioration
to the hull plating or structural mem-
bers is discovered, the Officer in
Charge, Marine Inspection, may re-
quire the vessel to be drydocked or oth-
erwise taken out of service to further
assess the extent of the damage and to
effect permanent repairs.

(d) Each vessel which has not met
with the applicable examination sched-
ules in paragraphs (a) through (c) of
this section because it is on a voyage,
must undergo the required examina-
tions upon completion of the voyage.

(e) The Commandant (G–MOC) may
authorize extensions to the examina-
tion intervals specified in paragraphs
(a) and (b) of this section.

[CGD 84–024, 52 FR 39655, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988; CGD
95–072, 60 FR 50467, Sept. 29, 1995; CGD 96–041,
61 FR 50734, Sept. 27, 1996]

§ 167.15–35 Notice and plans required.

(a) The master, owner, operator, or
agent of the vessel shall notify the Of-
ficer in Charge, Marine Inspection,
whenever the vessel is to be drydocked
regardless of the reason for
drydocking.

(b) Each vessel, except barges, that
holds a Load Line Certificate must
have on board a plan showing the ves-
sel’s scantlings. This plan must be
made available to the Coast Guard ma-
rine inspector whenever the vessel un-
dergoes a drydock examination or in-
ternal structural examination or when-
ever repairs are made to the vessel’s
hull.

(c) Each barge that holds a Load Line
Certificate must have a plan showing
the barge’s scantlings. The plan need
not be maintained on board the barge
but must be made available to the
Coast Guard marine inspector when-
ever the barge undergoes a drydock ex-
amination or internal structural exam-

ination or whenever repairs are made
to the barge’s hull.

[CGD 84–024, 52 FR 39655, Oct. 23, 1987]

§ 167.15–40 Integral fuel oil tank ex-
aminations—T/ALL.

(a) Each fuel oil tank with at least
one side integral to the vessel’s hull
and located within the hull (‘‘integral
fuel oil tank’’) is subject to inspection
as provided in this section. The owner
or operator of the vessel shall have the
tanks cleaned out and gas freed as nec-
essary to permit internal examination
of the tank or tanks designated by the
marine inspector. The owner or opera-
tor shall arrange for an examination of
the fuel tanks of each vessel during an
internal structural examination at in-
tervals not to exceed five years.

(b) Integral non-double-bottom fuel
oil tanks need not be cleaned out and
internally examined if the marine in-
spector is able to determine by exter-
nal examination that the general con-
dition of the tanks is satisfactory.

(c) Double-bottom fuel oil tanks on
vessels less than 10 years of age need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by external examination
that the general condition of the tanks
is satisfactory.

(d) Double-bottom fuel oil tanks on
vessels 10 years of age or older but less
than 15 years of age need not be
cleaned out and internally examined if
the marine inspector is able to deter-
mine by internal examination of at
least one forward double-bottom fuel
oil tank, and by external examination
of all other double-bottom fuel oil
tanks on the vessel, that the general
condition of the tanks is satisfactory.

(e) All double-bottom fuel oil tanks
on vessels 15 years of age or older need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by internal examination
of at least one forward, one amidships,
and one aft double-bottom fuel oil
tank, and by external examination of
all other double-bottom fuel oil tanks
on the vessel, that the general condi-
tion of the tanks is satisfactory.

[CGD 84–024, 52 FR 39655, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988]
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